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Without question, computers are more than essential technology 
– they have become integral to our lives. Computers do more than 

The products we choose represent how we want to describe the 
world around us, and how we want others to describe us. Many of 
us are drawn to designs from Scandinavia, which are organized, 
clean and functional while remaining stylish, sleek and elegant. 
We like these designs because they harmonize with their surround-
ings and become nearly transparent. Brands like Georg Jensen, 
Bang Olufsen, Skagen Watches and Ikea are just a few that repre-

In the world of computers components there is only one name you 
should know, Fractal Design.

www.fractal-design.com
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Power Supply Screw
Netzteilschraube
Vis de l’alimentation
Tornillos para la fuente de alimentación
Nätaggregatskruv

2.5-Zoll-Laufwerk-Schraube
Vis du disque dur 2.5
Tornillo para la unidad 2,5”

Cable Tie
Kabelbinder
Serre-câbles 
Sujetacables
Buntband

Motherboard Abstandshalter
Entretoise de la carte-mère
Separadores para la placa base
Moderkortsdistans

x8 x8

x1

Motherboard Screw
Motherboard Schraube
Vis de la carte mère
Tornillo para la placa base
Moderkortsskruv

3,5-Zoll-Laufwerk-Schraube
Vis du disque dur 3.5
Tornillo para la unidad 3,5”

Outil pour les entretoises 
Ajustador manual para separadores 
Hylsnyckel för distanser 

Filtre anti poussière magnétique en option
Filtro magnético de polvo opcional

x1
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Install the Power Supply

Builder’s Guide

Remove Side Panels

Builder’s Guide

1x

PH24x

2.

1.

1. 2. 3.
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Prepare the Motherboard Install the I/O Shield

Builder’s Guide

Install the Motherboard Assembly
Vorbereitung Hauptplatine / Préparer la carte mère / Prepare la placa base / Förbered moder- Installieren Sie die I/O Schild  /  installer le plaque d’E/S  /  Instale la protección de E/S  /  Instal-

Builder’s Guide

1x1x PH28xPH28x

2.

1.

1. 2.
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Builder’s Guide

Install the Graphics Card

Builder’s Guide

Install 2.5” Drives
- Installation 2,5-Zoll-Laufwerke / Installer des disques 2.5 / Instale las unidades de 2,5” / Installera 

Connect Cables for Front I/O and Fans

POWER SW
POWER LED
HDD LED

RESETHD Audio USB 3.0

PH2 PH2
2.5”

1x 4x1x

Chassis Fan
2.

1.

1. 2.
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Install a 2.5” or 3.5” Drive

Optional Steps

Optional Steps

PH2
3.5”

1x 4x

1. 2.
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Replace ModuVent™ Cover With Magnetic Dust Filter
ModuVent™ für weitere Lüftereinbauplätze entfernen / Enlevez les ModuVent™ pour avoir plus de rainures de ventilateur / Retirar ModuVents™ para ranuras de ventilador adicionales / Montera bort 

Optional Steps

Remove PSU Shroud Plate

Optional Steps

PH2

1. 3.

2.

2.

1.

4.

3.
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Optional Steps

Remove or Relocate the Bottom 3.5” Drive Cage Optional Aera for an Additional 3.5” Drive
Optionaler Raum für ein zusätzliches 3,5”-Laufwerk / Espace alernatif pour lecteur supplémentaire 3,5 po / Área opcional para una unidad de 3.5” adicional / Alternativ placering för en 3.5” enhet / 

Optional Steps

Unteren 3,5-Zoll-Laufwerkskäftig entfernen oder umsetzen / Enlevez ou changez de place le compartiment pour lecteur 3.5” inférieur / Retirar o cambiar de posición unidad 3.5’’ inferior / Montera bort eller 

PH2
PH2

3.5”
1x 4x4x

1. 2b.

2a.

1. 2.
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Additional Info
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Possible Fan Locations

Additional Info

Water Cooling Radiator Options

Additional Info
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Possible Water Cooling Setup

Additional Info

Dust Maintenance

Additional Info

1. 2.

240x120 + 360x120
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CPU Cooler Limitations

Additional Info

Graphics Card Limitations

Additional Info

315 mm max

335 mm max
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Support and Service
Support und Kundendienst  /  Assistance technique et maintenance  /  Soporte y servicio técnico  /  Support och 

Support

S

Additional Info

Dynamic X2 GP-12

Rotational speed:   1200 RPM
Acoustical noise:   19.4 dB(A)

Maximum air pressure:  0.88 mm H2O
Maximum rated input current:  0.18 A

Nominal input voltage:  12V
Minimum startup voltage:  4V

Bearing type:    LLS
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5



24 25



26



www.fractal-design.com


