
Era ITX  
User guide

Anwenderleitfaden / Guide de l’utilisateur / 
Guía del usuario / Användarguide / 

/ / 





Builder’s Guide

Optional Steps

Additional Info

Support and Service

 

B
uild

er’s G
uid

e
O

p
tio

n
a

l Step
s

A
d

d
itio

n
a

l Info
Sup

p
o

rt

For more information and product specifications, 
visit fractal-design.com
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Era ITX

Specification

Case Volume

Dimensions

Motherboard

Graphics Card

Power Supply

Water-Cooling

CPU Cooler

Storage

Front I/O

16 liter

325 x 166 x 310 mm

Mini ITX

Up to 295 mm long x 125 mm wide x 47 mm thick

ATX / SFX-L / SFX

1 x 240 mm or 2 x 120 mm radiators

Up to 120 mm height, 91 mm max with HDD

4 x 2.5” SSD or 2 x 3.5” HDD

USB Type-C, 2 x USB 3.0, Power LED and 3.5mm CTIA combined audio/mic
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Chassis 1 2 43

2x PCI Slot Cover

Front I/O

Radiator Bracket

SFX Drive Bracket

Side panels and filters

PCI Cover Bracket

PSU Extension Cord

Drive Bracket

Top Panel

ATX PSU Bracket SFX PSU Bracket

SSR3 80mm Fan

Plastic Top Frame5
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Case Build ExamplesIntro
d
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n 240 mm Radiator + Fans

SFX PSU

1 x 3.5’’ HDD or  
2 x 2.5’’ SSD HDD

Full Length GPU

ITX Motherboard

80 mm Rear Fan (included)
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ATX Build
ATX PSU
120 mm Radiator + Fan
Full Length GPU

Double Rad Build
SFX PSU
2 x 120 mm Radiator + 
Fan
Full Length GPU

Intro
d

uctio
n



10

Case Build ExamplesIntro
d
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n Air Build 2 x 120 mm Fans

SFX/SFX-L PSU

1 x 3.5’’ HDD or  
2 x 2.5’’ SSD HDD

Full Length GPU

ITX Motherboard

80 mm Rear Fan (included)
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High Airflow Build 240 mm Radiator + Fans

SFX/SFX-L PSU

1 x 3.5’’ HDD or  
2 x 2.5’’ SSD HDD

1 Slot PCI-Card

ITX Motherboard

80 mm Rear Fan (included)

2 x 140 mm Fans
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Remove Drive Bracket Remove PSU Brackets
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Prepare the Motherboard Install the I/O Shield
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Install the Motherboard Assembly
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Connect Cables for Front I/O

Power SW
Power LED

USB 3.1 Gen 2

HD Audio

USB 3.0



19

Install Drives In SFX Bracket
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Install the SFX Power Supply
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Install the ATX Power Supply
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Install the Graphics Card
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Cable Management Tips
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Remove Radiator Bracket

B
uild

er’s G
uid

e

PH24x



25

Install Top Fans
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Install Radiator 
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Install a 2.5” or 3.5” Drive

4x PH2 8x PH2
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Reinstall the Drive Bracket
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Change Top Panel
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Change Power Supply Position
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PSU Position 1

PSU Position 2

PSU Position 3

PSU Position 4

PSU Position 5
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Remove Front I/O for Easier GPU Installation
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Remove Drive Bracket From SFX Bracket
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Install Bottom Fans
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Possible Fan Locations
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120 mm

80 mm

140 mm
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Water Cooling Options
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2x 120 mm

120 mm

240 mm
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Dust Maintenance
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Dust Maintenance
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CPU Cooler Limitations
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Graphics Card Limitations
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47 mm max

125 mm max
295 mm max
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Specifications
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Silent Series R3 80mm

Rotational speed   1600 RPM
Acoustical noise    18.1 dB(A)
Maximum air flow   20.2 CFM
Maximum air pressure   0.99 mm H2O
Maximum rated input current  0.06 A
Actual input power   0.5 W
Nominal input voltage   12V
Minimum startup voltage  6V

mm  08
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For Assistance, Please Contact

New Tab

support.fractal-design.com

Submit a ticket

Requester Email

Type

Where are you from?

Product Category

Subject

Description of Problem

B AI U

Support : Fractal Design Support

https://support.fractal-design.com/support/home

New support ticket

Checl ticket statusEnter your search term here...

How can we help you today?
SEARCH

1 Go to support.fractal-design.com

2 Click on New support ticket

3 Fill in ticket request and submit 
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Fractal Gaming AB, 
Datavägen 37B, S–436 32, 
Askim, Sweden

Designed in Sweden
fractal-design.com

© Fractal Design, All rights reserved.  
Fractal Design, the Fractal Design logotypes, 
product names and other specific elements  
are trademarks of Fractal Design, registered  
in Sweden. Other product and company 
names mentioned herein may be trademarks 
of their respective companies. Contents and 
specifications as described or illustrated are 
subject to change without notice.


